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1.5 GHz;. Search for updatesÂ ._0$ the intraspecies interaction strength, $n$ is the number of particle species. [^3]: The RPA has the disadvantage that it can not describe a system in a narrow but finite interval and the solutions can be unstable. This disadvantage is overcome in the frozen Gaussian approximation. [^4]: In the ideal case all particles have the same interaction cross section. Then one expects a similar behavior as for
$m_1=m_2$. [^5]: We ignore particles with density very close to unity, since they interact so strongly with all other particles that they can not be described in the considered model. The significance of porosity in the percutaneous absorption of polycyclic hydrocarbons. The percutaneous absorption of polycyclic aromatic hydrocarbons (PAHs) was investigated in male Wistar rats in order to study the significance of chemical structure for
absorption enhancement. The absorption of three PAHs with varying chemical structure, i.e., fluoranthene, anthracene and pyrene, was studied simultaneously. The compounds were applied topically as a solution in an ethanol-oil mixture, and the amount of dose absorbed was followed over a time period of 5 days. An enhanced absorption of anthracene and fluoranthene was found for the studied PAHs. The absorption enhancement was
closely dependent on the total PAH surface area. This indicated that this was the most important quantity for characterizing enhancement of absorption. Determination of the total surface area showed a strong correlation (r2 = 0.99) with the absorption enhancement, which was found to be mainly due to the porosity. It is therefore concluded that porosity may be the decisive factor for enhancement of the percutaneous absorption of
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casting. 2. Description of the Prior Art There is a great demand for high-strength aluminum alloys in aircraft, particularly in the engine cowl area. These materials require special finishing processes, not found in the usual flat-grinding processes, in order to obtain a surface which is free of surface blemishes, i.e. surface imperfections such as pitting, holes, grooves, and the like. Aluminum alloys which contain magnesium and iron also require
special finishing treatments to eliminate other surface blemishes or paint imperfections which would make the paint adhere poorly to the finished casting. The usual finish processes are electric-discharge or vibration-type, however, it is not possible to use these methods to finish aluminum alloys. In particular, it is not possible 3e33713323
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